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What is claimed 

1 . A vacuum cleaner, comprising: 
a housing; 

a nozzle inlet; 

a suction generator carried on said housing; 
5 a dirt cup including a dirt collection chamber, a chamber inlet, a filter 

cavity and a chamber outlet providing fluid communication between said dirt 
collection chamber and said filter cavity; and 

a filter element received in said filter cavity. 

2. The vacuum cleaner of claim 1, wherein said filter element includes an 
an interior chamber, an inlet in communication with said interior chamber and 
a filter media through which air passes as said air exits from said interior 
chamber. 

3 . The vacuum cleaner of claim 1 , wherein said filter element includes a 
first end, a second end and a sidewall defining an interior chamber. 

4. The vacuum cleaner of claim 3, wherein said first end includes a filter 
inlet. 
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5. The vacuum cleaner of claim 4, wherein said sidewall is made at least 
partially from a filter media. 

6. The vacuum cleaner of claim 5, wherein said second end wall holds a 
dirt trap. 

7. The vacuum cleaner of claim 6, wherein said filter element is cylindrical 
in shape. 

8. The vacuum cleaner of claim 1 , wherein said dirt cup includes a top 
wall, a sidewall and a bottom wall. 

9. The vacuum cleaner of claim 8, wherein said top wall is formed by a 
removable lid. 

10. The vacuum cleaner of claim 8, wherein said inlet is provided in said 
sidewall. 

1 1 . The vacuum cleaner of claim 10, wherein said dirt collection chamber is 
cylindrical in shape and said inlet is substantially tangentially directed relative 
to said dirt collection chamber. 

12. The vacuum cleaner of claim 8, wherein said filter cavity is formed in 
said bottom wall. 
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13. The vacuum cleaner of claim 12, wherein said chamber outlet is 
provided in said bottom wall. 

14. The vacuum cleaner of claim 13, further including a screen over said 
chamber outlet. 

1 5 . The vacuum cleaner of claim 1 4, wherein said filter cavity is 
frustoconical in shape. 

16. The vacuum cleaner of claim 15, wherein said filter cavity flares from 
said inlet end toward said outlet end. 

17. The vacuum cleaner of claim 1 6, wherein at least a portion of said dirt 
collection chamber is annular in shape. 

1 8. The vacuum cleaner of claim 17, wherein a conduit is provided between 
said chamber outlet and said dirt collection chamber. 

19. The vacuum cleaner of claim 1 8, wherein said housing includes a 
nozzle section including said nozzle inlet and a canister section. 

20. The vacuum cleaner of claim 19, wherein said nozzle section and 
canister section are pivotally connected together. 
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21. A method of routing airflow through a filter element of a vacuum 
cleaner, comprising 

directing air through an inlet into an interior chamber of the filter 
element; and 

5 discharging air fi-om said interior chamber through a filter media of said 

filter element. 

22. The metiiod of claim 21 including axially directing air into said interior 
chamber and radially discharging air from said interior chamber. 



